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TREE ¢ PLANT SCHEDULE*

KEY | COMMON NAME BOTANICAL NAME QTy. SIZE COMMENTS
5 DECIDUOUS & CONIFEROUS TREES
0 AF AUTUMN BLAZE MAPLE ACER X FREEMANI| SEE | 1-1/2" DIA BNB
o PLAN
v
DECIDUOUS ¢ EVERGREEN SHRUBS
5 CALGARY CARPET JUNIPER JUNIPERUS SABIANA 'MONNA' SEE 5 GALLON
EA COMPACT BURNING BUSH EUOMYMUS ACETA 'COMPACTUS' PLAN 5 GALLON
RA GRON-LON FRAGRANT SUMAC RHUS AROMATICA 3 GALLON
TURF / PERENNIALS AND VINES
/ AREA FG BOULDER BLUE FESCUE Festuca glauca Boulder Blue' P?_EA]\EN 1 GALLON
HC STELLA D' ORO DAYLILLY Hemerocallis 'Stella d' Oro' 1 GALLON
R5.00 CA | FEATHER REED GRASS Calamagrostis acutiflora Karl Foerster' 3 GALLON
o 00 —— — MS FLAME GRASS MISCANTHUS SINEMSIS 'PURPURASCEUS 1 GALLON
% < \ : \ NF WALKER'S LOW CAT MINT NEPETA X FAASSEUIl 'WALKERS LOW' 1 GALLON
5 / NED \ *CONTRACTOR RESPONSIBLE FOR VERIFYING QUANTITIES BASED ON PLAN. A
0

LANDSCAPE NOTES

1. THE LANDSCAPE PLANS ALONE DO NOT COMPLETE THE
CONSTRUCTION DOCUMENTS. THE CONTRACTOR SHALL REVIEN
THE PROJECT MANUAL, PROJECT SPECIFICATIONS, ADDENDUM
AND ANY AND ALL SUPPORTING DOCUMENTATION WHICH
COMPLETE THE CONSTRUCTION DOCUMENTS SET.

2. NOTIFY THE LANDSCAPE ARCHITECT OF ANT DISCREPANCIES
REGARDING THESE PLANS PRIOR TO PROCEEDING.

3. THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE
ANY PLANTING MATERIALS DEEMED UNACCEFPTABLE.

4. ALL PLANT MATERIAL SHALL AT LEAST MEET MINIMUM
REQUIREMENTS SHONN IN THE "AMERICAN STANDARD FOR
NURSERY STOCK" (ANSI Z60.1-2004.)

5. THE CONTRACTOR SHALL VERIFY THE LOCATIONS AND PROTECT
ALL UTILITIES AND STRUCTURES. DAMAGE TO UTILITIES AND
STRUCTURES SHALL BE REPAIRED BY THE CONTRACTOR TO THE
SATISFACTION OF THE ONNER FOR NO ADDITIONAL COST TO
THE PROJECT.

/ MONUMENT SIGN
PLANTER-SEE DTL
9,10 & 11/LA103

0 (IS
o, D

¢

7 EXISTING IRRIGATION

LINE, SEE CIVIL

6. NO PLANT MATERIAL SHALL BE SUBTITUTED WITHOUT NRITTEN
AUTHORIZATION FROM LG ARCHITECTS OR THE PROJECT
OWNER.

7. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT
MATERIALS (TREES, SHRUBS AND PERENNIALS) FOR A PERIOD
OF (1) YEAR FROM THE DATE OF ACCEPTANCE FROM THE
PROJECT REPRESENTATIVE.

&. THE LANDSCAFPE ARCHITECT SHALL VERIFY THE LOCATION OF

50!
s E—
»
|

ALL PLANTING BEDS AND PLANT MATERIALS PRIOR TO
EA INSTALLATION. THE CONTRACTOR SHALL COORDINATE A FIELD
3 VISIT FOR JLG ARCHITECTS AT LEAST TWO BUSINESS DAYS
1\ MONUMENT SIGN PLANTER-EAST ENTRANCE N PRIOR TO INSTALLATION FOR LAYOUT REVEEN
LA1O1 SCALE:1" =5 q. ALL PLANTING BEDS (SHRUBS AND PERENNIALS) SHALL RECEIVE
N A MINIMUM OF 18" OF TOPSOIL. THE TOPSOIL USED IN THESE
4 N MS AREAS SHALL MEET THE REQUIREMENTS OF "SELECT TOPSOIL
4 7‘@ 2 — % - 75 BORRONW' IN ACCORDANCE WITH THE MNDOT SPEC. 3877,
| | TOPSOIL BORROW, 2005 EDITION, SEE SFPECS.
= o
/ |II\ | 10. ALL TREES IN TURF AREAS, AND ALL PLANTING AREAS SHALL BE
\/_<I> | | MULCHED WITH AT LEAST A 4" DEPTH OF MULCH, SEE SPECS.
— B)
/L /L H 11. THE SITE SHALL BE SEEDED ACCORDING TO CIVIL PLAN.
| AF
_ 20.1
S | \ y 3 LANDSCAPFPE
/2.9 | any, SYMBOLS LEGEND
AN \/® @ \
I MONUMENT SIGN e 2 .
ik PLANTER-SEE DTL. 4, N %G} RO
S, 10 § 11/LA1O3 OH. 5.1 EXISTING TREE
\
o — | © N j — R297
\@ i < PROPOSED TREE
|_ j\ o 30'4'
| e — N
) S N PROPOSED EVERGREEN SHRUB
R o WATER FEATURE -
I © ' SEE DETAIL 1/LA104
@ CONTROL JT.TYP. i
k \

% PROPOSED SHRUBS/PERENNIALS

24.00'

QUANTITY, THIS LOCATION

n —
, - BOULDER OR STONE OUTCROPPING

\
16 , O ROCK -OR- WOOD MULCH, SEE SPECS

@) \ N
, ! f\ ®_\ © \ : @l? PLANT SYMBOL. (SEE SCHEDULE)
| D

+——— LANDSCAPE EDGING, SEE SPECS

R15 PROPOSED SEEDING AREA; SEE NOTES

EXISTING IRRIGATION
LINE, SEE CIVIL

INSTALL TRASH ENCLOSURE. 'KAY' EXPANDED
METAL TRASH RECEPTACLE S32LRVPCSM;
’ SURFACE MOUNT. COLOR-GREEN. OR APP.

>

EQUAL. PH # 555-468-5869.PROVIDE ¢ INSTALL

’ DOG VALET AS SPECIFIED AT TRASH
H ENCLOSURES MARKED -DV. PROVIDE 3'-0" X
3'-0" X 6" THICK CONC PAD BELOW TRASH
I ENCLOSURE WHERE SHOWN IN PLANT BEDS.

INSTALL BENCH. BASIS OF DESIGN- KAY PARK
RECREATION, MODEL NO. 6CB4RP WITH

(ARCB 24) ARMRESTS. FRAME COLOR: BLACK,
COMPOSITE WOOD COLOR: CEDAR

@

LAIO1  SCALE:1" =5
~_

>\ MONUMENT SIGN PLANTER-WEST ENTRANCE N @

30"X45" ADA ACCESSIBLE SEATING AREA
TYPICAL.

INSTALL EMERGENCY CALL STATION (ECS).
SEE-SPEC AND DETAILS.

INSTALL TRAIL MAP SIGN 'A'. SEE DETAILS

INSTALL NINTER BARRIER. SEE DETAILS.

Al PATH IN CONTRACTOR
SCOPE OF WORK

CONCRETE PAD. SEE CIVIL FOR DETAILS

INSTALL PVC LANDSCAPE EDGING. SEE SPECS

/
/

L —
("2 "\ PATER FEATURE - TYP, N 100% CD'S - FOR CONSTRUCTION

INSTALL 'BRYAN RED ROCK' MULCH; 1-1/2".

INSTALL TRAIL SIGN 'B'. SEE DETAILS

INSTALL TRAIL SIGN 'C'. SEE DETAILS

QICICICRCICRORONG

_/ NOT USED - PROVIDE]

~— Scale: As Shown
Amendnen #2_ 2 2181 i “LANDSCAPE PLAN DETAILS CREATE CAMPUS Sy
Alexandria | HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS PREPARED Buiii
525 Broadway Street |/ gy £ OR UNDER MY DIRECT SUPERVISION, WALKING PATH Hiding Number
Alexandria, MN 56308 AND THAT | AM A DULY LICENSED ARCHITECT
ohone 320.759.9030 || UNDER THE LAWS OF THE STATE OF — _ .
facsimile 320.759.9062 MINNESOTA. Approved: Project Director Location Drawing Number
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Al PATH IN CONTRACTOR
SCOPE OF WORK

20

TREE & PLANT SCHEDULE*

KEY COMMON NAME BOTANICAL NAME

QY. SIZE COMMENTS

DECIDUOUS ¢ CONIFEROUS TREES

AF AUTUMN BLAZE MAPLE ACER X FREEMANI|

SEE 1-172" DIABNB
PLAN

DECIDUOUS ¢ EVERGREEN SHRUBS

J5 CALGARY CARPET JUNIPER JUNIPERUS SABIANA 'MONNA'
EA COMPACT BURNING BUSH EUOMYMUS ACETA 'COMPACTUS!
RA GRONW-LON FRAGRANT SUMAC RHUS AROMATICA

SEE 5 GALLON
PLAN 5 GALLON
3 GALLON

PERENNIALS AND VINES

Fé BOULDER BLUE FESCUE Festuca glauca Boulder Blue'

HC STELLA D' ORO DAYLILLY Hemerocallis ‘Stella d' Oro'

CA FEATHER REED GRASS Calamagrostis acutiflora 'Karl Foerster'
MS FLAME GRASS MISCANTHUS SINEMSIS PURPURASCEUS
NF WALKER'S LON CAT MINT NEPETA X FAASSEUIl 'WALKERS LOW

12.4'

SEE 1 GALLON
FLAN 1 GALLON
3 GALLON
1 GALLON
1 GALLON

*CONTRACTOR RESPONSIBLE FOR VERIFYING QUANTITIES BASED ON PLAN. A

LANDSCAPE NOTES

2 NAY STATION B' - TYP.

11

"LAIO2  SCALE:1" =5 N

a

5.4

A

@
, (Hg
[ 4
l | LAlIO2
N

e

@_/
I 8.00' I 000 _

1.

1

15.5'

14

NOT USE

EXERCISE AREA - TYP.

D - PROVIDE]

45.50

22.75'

(=

INTERSECTION PLANTER-TYP N 3 NAY STATION 'A' - TYP.

SCALE:1" = 5 LA1O2  SCALE:" =5 N
~

INTERSECTION PLANTER-TYP.

LAIO2
N

LAIO2
N

SCALE: 1" = 5

(e

SCALE:1" = 5' N

LAIO2
N

INTERSECTION PLANTER-TYP. N 1 NAY STATION B' - TYP.

SCALE:1" = 5 LAIO2  SCALE:1" =5
~_

10.

THE LANDSCAPE PLANS ALONE DO NOT COMPLETE THE
CONSTRUCTION DOCUMENTS. THE CONTRACTOR SHALL REVIEN
THE PROJECT MANUAL, PROJECT SPECIFICATIONS, ADDENDUM
AND ANY AND ALL SUPPORTING DOCUMENTATION WHICH
COMPLETE THE CONSTRUCTION DOCUMENTS SET.

NOTIFY THE LANDSCAPE ARCHITECT OF ANT DISCREPANCIES
REGARDING THESE PLANS PRIOR TO PROCEEDING.

THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE
ANY PLANTING MATERIALS DEEMED UNACCEFPTABLE.

ALL PLANT MATERIAL SHALL AT LEAST MEET MINIMUM
REQUIREMENTS SHOWN IN THE "AMERICAN STANDARD FOR
NURSERY STOCK" (ANSI Z60.1-2004.)

THE CONTRACTOR SHALL VERIFY THE LOCATIONS AND PROTECT
ALL UTILITIES AND STRUCTURES. DAMAGE TO UTILITIES AND
STRUCTURES SHALL BE REPAIRED BY THE CONTRACTOR TO THE
SATISFACTION OF THE ONNER FOR NO ADDITIONAL COST TO
THE PROJECT.

NO PLANT MATERIAL SHALL BE SUBTITUTED WITHOUT WRITTEN
AUTHORIZATION FROM LG ARCHITECTS OR THE PROJECT
OWNER.

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT
MATERIALS (TREES, SHRUBS AND PERENNIALS) FOR A PERIOD
OF (1) YEAR FROM THE DATE OF ACCEPTANCE FROM THE
PROJECT REPRESENTATIVE.

THE LANDSCAPE ARCHITECT SHALL VERIFY THE LOCATION OF
ALL PLANTING BEDS AND PLANT MATERIALS PRIOR TO
INSTALLATION. THE CONTRACTOR SHALL COORDINATE A FIELD
VISIT FOR JLG ARCHITECTS AT LEAST TWO BUSINESS DAYS
PRIOR TO INSTALLATION FOR LAYOUT REVIEN.

ALL PLANTING BEDS (SHRUBS AND PERENNIALS) SHALL RECEIVE
A MINIMUM OF 18" OF TOPSOIL. THE TOPSOIL USED IN THESE
AREAS SHALL MEET THE REQUIREMENTS OF "SELECT TOPSOIL
BORROW" IN ACCORDANCE WITH THE MNDOT SPEC. 3877,
TOPSOIL BORROW, 2005 EDITION, SEE SPECS.

ALL TREES IN TURF AREAS, AND ALL PLANTING AREAS SHALL BE
MULCHED WITH AT LEAST A 4" DEPTH OF MULCH, SEE SPECS.

THE SITE SHALL BE SEEDED ACCORDING TO CIVIL PLAN.

LANDSCAFPE
SYMBOLS LEGEND

EXISTING TREE

PROPOSED TREE

PROPOSED EVERGREEN SHRUB

PROPOSED SHRUBS/PERENNIALS

PLANT SYMBOL (SEE SCHEDULE)
QUANTITY, THIS LOCATION
@ BOULDER OR STONE OUTCROPPING

\
& ROCK -OR- WOOD MULCH, SEE SPECS
+——— LANDSCAPE EDGING, SEE SPECS

PROPOSED SEEDING AREA; SEE NOTES

INSTALL TRASH ENCLOSURE. 'KAY' EXPANDED
METAL TRASH RECEFPTACLE S32LRVPCSM;
SURFACE MOUNT. COLOR-GREEN. OR AFPP.
EQUAL. PH # 555-468-5869.PROVIDE ¢ INSTALL
DOG VALET AS SPECIFIED AT TRASH
ENCLOSURES MARKED -DV. PROVIDE 3'-0" X
3'-0" X &" THICK CONC PAD BELOW TRASH
ENCLOSURE WHERE SHOWN IN PLANT BEDS.

>

INSTALL BENCH. BASIS OF DESIGN- KAY PARK
RECREATION, MODEL NO. 6CB4RP WITH

(ARCB 24) ARMRESTS. FRAME COLOR: BLACK,
COMPOSITE WOOD COLOR: CEDAR

@

30"X45" ADA ACCESSIBLE SEATING AREA
TYPICAL.

INSTALL EMERGENCY CALL STATION (ECS).
SEE-SPEC AND DETAILS.

INSTALL TRAIL MAP SIGN 'A'. SEE DETAILS

INSTALL WNINTER BARRIER. SEE DETAILS.

CONCRETE PAD. SEE CIVIL FOR DETAILS

INSTALL PVC LANDSCAFE EDGING. SEE SPECS

INSTALL 'BRYAN RED ROCK' MULCH; 1-1/2".

INSTALL TRAIL SIGN 'B'. SEE DETAILS

INSTALL TRAIL SIGN 'C'. SEE DETAILS

GICISICRORVNCRONCO

100% CD'S - FOR CONSTRUCTION

Scale: As Shown
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4" @ STEEL PIPE;ASTM-AS28:
BORE INTO FOOTING FOR

4|74

e

- 5" STEEL PIPEASTM-AS58. BORE

INTO FOOTING FOR INSTALLATION.

AN

SHOP DRANING REVIEW PROCESS.

2. SEE PROJECT SPECS FOR

1 2 3 4 5 6 7 8 9 |
KAY' BRAND CONTOUR PROVIDE IRRIGATION-COORDINATE
PARK BENCH;6CB4RP. W/ CIVIL DRANINGS.
COLOR CEDAR
4o EPOXY PRECAST CONC. CAP-
ARMREST OPTION;ARCB24 .
o oo )/ 2-#5 PINS @ 32" 0.C. 18" PRECAST CONC. CAP
o ——18" PRECAST CONC. CAP W/ DBL. W/ 2" JOINTS @ 4-0" O.C.
@ o SEALANT BACKDROP JOINTS
}‘—;’gig—g“; \ - &" BOND BEAM WITH 2 - #5 REBAR CONT.
L CATION v T N T?GRONNG MEDIUM FILL
- ; 7 6-8" TALL X 1" THICK METAL LETTERS;
e J! I SEE SPECS. FOR TEXT INFORMATION. WALL THICKNESS BELOW
@ Rl *INSTALL AT NORTH ELEV. ONLY
L]
| 4" BRICK VENEER
@ X o CMU - GROUT SOLID IITH #6 REBAR
- - L S/ SN EN LN, VERT. @ 16" O.C. - CENTER IN 8" CELL 1" QUIRK MITER AT CORNERS-BACKER
N /_eRANULAR FILL ROD & CAULK JOINT
TRIANGULATED \ \ ® GALV. MASONRY WALL TIES @
LAYoUT , THICKENED 2 GALV. 1/2'® HILTI 4 /16" O.C. VERT.
SLAB -PER QUICK BOLT WITH 3 1/2"
- EQ. MANUF. EMBEDMENT OR EQ. NATER BARRIER
RECOMMENDATIONS ———PVC DRAN @ 8-0" OC.
SEE LANDSCAPE
PLAN FOR ; | —12"cMU
SPACING / - ( 7 A = | CLEAN BACKFILL SIGN NOTES:
FQ. P T
- - 5 s ] 1. CONTRACTOR SHALL COORDINATE
g N\
¢ . o A TEXT, TEXT HEIGHT AND FONTS WITH
3" UNIFORM DEPTH < 44
MULCH, DO NOT MOUND SELECTIVE 5 ONNER AND ARCHITECT THROUGH
MULCH AROUND PRUNING DONE g SHOP DRANING REVIEN PROCESS.
BASE OF SHRUB AFTER PLANTING L 20
4
ROOT COLLAR 2. SEE PROJECT SPECS FOR
nemo v (D e - | eresaarimoc.  FURTHER INFORMATION ON SIGNAGE
GRAD _— ' FINISHED 1. BASIS OF DESIGN- KAY PARK RECREATION, MODEL NO. ¥ MATERIALS.
L T N GRADE 6CBARP WITH ARCB 24 ARMRESTS. FRAME COLOR: BLACK, z /
T (I (I COMPOSITE WOOD COLOR: CEDAR b 7
TS Soll- 2. INSTALL PER MANUFACTURER'S DIRECTIONS, ® ~—_ 5 _ #5 REBAR CONT. 3. CONTRACTOR SHALL SUPPLY
FINISHED = U MIX IN-GROUND INSTALLATION.
GRADE =1 3. MANUFACTURER SHALL SUBMIT SHOP DRANINGS TO . MATERIAL AND COLOR SAMFLES TO
&' LEVELING — fjm — :H‘ H — SHRUB BALL TO REMAIN ARCHITECT/ONNER. ARCHITECT ¢ ONNER PRIOR TO
B g e Ll e e INTACT & COMPLETELY 4. SEE SPECS FOR FURTHER PRODUCT INFORMATION.
COURSE — ‘ COVERED WITH 3" MIN. CONSTRUCTION FOR ALL L-ETTER'NG,
Tl SPECIFIED SOIL MIX
ar =ni Do MULeh DIRECTIONAL ARROWNWS, FASTENERS
AND ALUMINUM PANEL.
CARIEY T0 4 DEPTH a \ MONUMENT SIGN PLANTER - PLAN
/1 SHRUB MASS PLANTING >\ TYP. BENCH DETAIL 5\ MONUMENT SIGN PLANTER - SECTION VT AR
LA1O3 SCALE: NTS LA1O3 SCALE:1" = 1-0" LAIO3  SCALE:3/4" = 1-0" ~—
.
’ N ~— WELD
7 / - GATE
X /l,‘{j, / 3" STEEL PIPE
vV 1/ WELD 5" STEEL PIPE
"/’!' TYPE 6 WOOD CHIP
\:/%/’ = MULCH 3" MIN. DEPTH
(= r'/ r)
S '\‘S‘\‘,'/ < 3" SAUCER - 4'-0" MAX. DIA. FINSH SRADE \
\\ V“ }' »%~ EDGING AS SPECIFIED,
N (&‘f/f/ “,' FINISH GRADE INSTALL ACCORDING TO
] & Nk / MFGR'S SPECFIFICATIONS LOCKING HOLE '
o ‘II||IIIIIIIII|I||||||||||||I|I|||II|||mgl||||||||||II|||||||||||III|IIIIIIIII|I|I STEEL 'TAPS
NG\ ’ PLANTING SOIL SPECIFIED
AN > _
K / R vy b g : ~—
2 RO EXISTING SUBGRADE — =l T 1] —f—
X A === "
o - /4§>§§ ‘i::“ WEED BARRIER
\//\/ \\/\\ \\ R FABRIC AS
! ;ﬁ\\ ARG \V/<g><2><? R ‘:::‘ SPECIFIED. LAP &"
LR RN, I e
A AN AN AN A A O O O O A T T TN NN 11 . WELD 2" STEEL PLATE
DN N TN I 8" STAPLES TO ANCHOR WEED 2
NN AN NN BARRIER, TRIANGULAR SPACING
5&2><2&é><2>é2? \>\/>”2\/>\?><2>é2&é><? 3 O.C. AND ' O.C. LINEAR
DN NN PN NINING SPACING AT JOINTS HINGE SLEEVE — —
4\ SHRUB PLANTING DETAIL /5 TYP. EDGING, MULCH AND FABRIC | I Iy — =
LA10O3  SCALE:NTS LA1O3  SCALE:NTS 4" P STEEL PIFE | o \
. .
\
6 NINTER BARRIER GATE - DETAILS
LAIO3  SCALE:1-1/2" = 1-O"
~
10 MONUMENT SIGN PLANTER - COURSING PLAN
/ V POURED CONCRETE FOOTING LAIO2  SCALE:1/2" = 1-0"
N ~——"
R
. T —
3 / CONCRETE WALK-SEE CIVIL
11-6" ~_
11-0" N Q
L SIGN NOTES: a
4" STEEL PIPE HINGE 3" STEEL PIPE;ASTM-AS88 POURED CONCRETE TOPFING ™~ 1. CONTRACTOR SHALL COORDINATE \/
SLEEVE;ASTM-AS28 - / AN TEXT, TEXT HEIGHT AND FONTS WITH 6-2" TALL X 1" THICK METAL LETTERS;:
e s . ONNER AND ARCHITECT THROUGH SEE SPECS. FOR TEXT INFORMATION.
*INSTALL AT NORTH ELEV. ONLY |

INSTALLATION. ‘ 2" STEEL PIPEASTM-AS8S |4 \ GATE SNING FURTHER INFORMATION ON SIGNAGE z ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ I ‘ ‘ ‘ I ‘ ‘ ‘ ‘ ‘ ‘ I ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
STEEL BUSHING RING 1'_g i'g 1" CHAMFERED EDGE \/ MATERIALS, in I ‘ \ ‘ [ ‘ [ ‘ [ ‘ [ ‘ [ ‘ [ ‘ \ | (‘"i ﬁ%@w | [ [ | \ | \ | \ | \ | \ | \ \ J
L - =
% B ® / SEALANT ALL ARCUND TYP. o \ 3. CONTRACTOR SHALL SUPPLY o ® [ ——— — —— — \? . R R B R O bfb#tiiii.
. WALKING PATH-SEE < MATERIAL AND COLOR SAMPLES TO  § | © S
| LOCK HASP i Ao //PLANTINGAREA—SEEENLARGED © RCATECT ¢ ONNER PRIOR T6 R L T T T T T T INAT FanJN m) MY . \iian i N N N RO S R S N
| i FLANS A COMSTRUCTION POR ALL LETTERING, S Y S A S S S T T T T T T T T T ] [ O N O
Lo Lo e | —— A — —— i DIRECTIONAL ARRONS, FASTENERS [ T T [ T T T T T ] T T T T [ T T [ [ T T [ [ T T [ ]
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r—— - 7 ALUM. CAP
\ \ CONCRETE AND STEEL REINFORCEMENT NOTES: — = '
\ \ 1. CONCRETE AND STEEL RENFORCEMENT SHALL CONFORM TO AMERICAN | 4" SQUARE ALUMINUM SIGN NOTES FOR TYPE A :
(ACI) , . /
| | FOUNTAIN STRUCTURAL NOTES: N OT U5E]D CONCRETE INSTITUTION (ACI) CODES AND SPECIFICATIONS, LATEST EDITION PO?‘I’. | CONTRACTOR SHALL COORDINATE
‘ ‘ ~ ACI 301 "SPECIFICATIONS FOR STRUCTURAL CONCRETE" | _—— 1/2" THICK HIGH TEXT TEXT T FONT T
_ 1. PROVIDE ASTM C33 AGGREGATE ACI 315 "DETAILS ¢ DETAILING OF CONCRETE REINFORCEMENT" ‘// PRESSURE LAMINATE Ex ’ Ex HE|C’1H AND FONTS NITH
‘ ‘ - . - ACI 318 "BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE" ~ ONNER AND ARCHITECT THROUGH SHOP
K 2. CONCRETE: AIR ENTRAINED 6% MAX., ACI 306R "COLD WEATHER CONCRETING" EXTERIOR RATED RANING REVIEN PROCESS
‘ ‘ in 50,000 PSI, WTH WATER/CEMENT CONTENT </= ACIS50  "CODE REGURREMNTS FOR ENBIORNMENTAL ENSINERRING 5 'q PANEL. SEE SIGN NOTES D :
| \ 40 AND 610 LB. CEMENT PER YARD A T
a7 Lo10" s AT PLACE CONCRETE STRENGTHS (Fe) REGURED (26 DAY) T S UV CURED DIGITALLY PRINTED 2. SEE PROJECT SPECS FOR FURTHER
7 | | 7 3 GRAPIC.TRAIL MAP GRAPHIC INFORMATION ON SIGNAGE MATERIALS.
| BENCHES. SEE PLANS ¢ DETALLS. FOUNTAIN NOTES: NOT USED CONCRETE N0 4000 7 (AR ETRANED S /e SATIO Loce T 22 2 PROVIDED BY OANER. MAP
77777 (AIR ENTRAINED 6%) w/W/C RATIO LESS THAN .40 GRAPHICS AND INFORMATION 3. CONTRACTOR SHALL SUPPLY
‘ . THIS DETAIL IS PROVIDED AS A DESIGN BASIS FOR THE FOUNTAIN CONTRACTOR. THE DESIGN 5 SUBMIT CONCRETE MiX DESIGN § STRENGTH DATA TO EOR. FOR APPROVAL. ALL TO BE REVIENED BY PROJECT MATERIAL AND COLOR SAMPLES TO
ADA DESIGNATED AREA o INTENTION IS TO HAVE (3) LARGE SCALE "TYPE A" GRANITE SLABS WHICH HAVE BEEN DRILLED OUT S DMIXTURES ARE THE RESFONSIBILITY OF THE CONCRETE SUFFLIERS ENEINEER. ARCHITECT AND OANER. ARCHITECT PRIOR TO CONSTRUCTION
\) AND PLUMBED TO HAVE A CONSTANT SUPPLY OF WATER SHOOTING 6"-24" ABOVE EACH BOULDER. N BLACE CONCRETE SHALL B SUBAECT 7o TEeTNe By AN NOEEENDEAT SEALANT TYP. FOR ALL LETTERING, DIRECTIONAL
, . N " PANEL.
N p LANDSCAPE SPECIFICATIONS FOR FURTHER INFORMATION ABOUT THE GRANITE SLABS IN FOUNTANN. | ONCRETE SHALL B PLACED PER ACI & THOROUEHLT CONSOLIDATED By i EXTEND MIN. 1" ABOVE GRADE
N y . THE FOUNTAIN CONTRACTOR SHALL PROVIDE TO THE ARCHITECT SHOP DRANINGS WHICH INCLUDES, T EANS OF A IBBATOR EoPEeIALLY AROUND BENEORCEMENT SR, AND SEALANT ALL AROUND
N / BUT IS NOT LIMITED TO; SUPPLY AND RETURN PIPE SIZE AND MATERIALS, VAULT SIZE AND MATERIALS, CORNERS OF FORM NORK. FUNE
N SUBMERSIBLE PUMP SIZE AND ELECTRICAL REQUIREMENTS, PUMP FILTERING DIAPHRAGM, VAULT b RENFORCING STEEL SHALL BE GRADE 60 DEFORMED. BILLETSTEEL ASTM AGTS AT el POOOOIRREL IRkl falrad ettt [ T
INSTALL FOUNTAIN SUPPLY N Va LOCATIONS IN RELATIONSHIP TO FOUNTAIN FEATURE, DRAIN SIZE AND MAKE, ACCESS DOOR INTO THE " UN.O. NELDED WIRE FABRIC SHALL COMPLY WITH ASTM A82 AND A185. ' o 7‘3‘@‘ I ﬂngzm,: =
LINE.SEE NOTES \ / VAULT, AND NWATERPROOFING MEMBRANE MEANS FOR THE CONCRETE SLAB AND ALL JOINTS. THE E=N=I ~ ‘ ==
: \ Y ARCHITECT WILL REVIEN AND APPROVE THE SHOP DRANING PRIOR TO ANY CONSTRUCTION OF THE R e o e R B o o e oo Srees i . R I
/ FOUNTAIN ELEMENTS. AND WELDED WIRE FABRIC. P ‘ . ‘ ——SEE SITE PLAN FOR PLANTING
N / . THE ONNER SHALL HAVE THE ABILITY TO ADJIUST THE PRESSURE TO EACH OF THE FOUNTAIN . LAYOUT
N , ELEMENTS. THE PUMPS SHALL BE CONTROLLED SO THE OANER CAN ADIUST THE TIMING AND ON/OFF B e e N ) e o o o R e o e AT ¢
" : 0
INSTALL &" DIA CAST IRON N / ABILITY OF THE FOUNTAIN AUTOMATICALLY FOR EACH DAY OF THE WEEK. EACH SIDE AND CORNER OF OPENING EXTENDING MINIMUM 18" PAST CORNER OF ill\ ‘ ‘ /—55E SITE PLAN FOR EXACT
DRAN W/ GRATE. \ / 4. THE FOUNTAIN CONTRACTOR SHALL SUPPLY EXTRA PARTS FOR THE FOUNTAIN, PROVIDE AS-BUILT THE OFENING. FLACE 27 CLEAR FROM OPENING. : 4 LOCATION OF SIGN
N 7 DRANINGS OF THE PIPING AND LAYOUT AND TRAIN THE OANER ON THE SPRING START UP AND 4.  SEE ACI STANDARDS FOR REINFORCING LAP SPLICE LENGTHS. i o —— POURED CONCRETE
N / 4 4
N P ?INTERIZATION OF THE FOUNTAIN. THE FOUNTAIN CONTRACTOR SHALL BE IN PERSON FOR THIS 10, CAST DOWELS, NTH STD 940 DEG HOOK. IN FOOTINGS FOR CONCRETE PIERS AND y PIER PER SIGN
RAINING. WALLS ABOVE. DONWELS SHALL BE THE SAME SIZE AND QTY AS THE VERTICAL R b, , b, ) FABRICATOR
N ,DO\O%, 4 5. THE FOUNTAIN CONTRACTOR SHALL FURNISH AND SUPPLY WATER AND ELECTRICAL SERVICE TO THE REINFORCING (UN.O.) N
N\ N 4 FOUNTAIN.
R S o 4 6. THE VAULT SHALL BE PLACED ADJACENT TO THE FOUNTAIN, BUT OF SUFFICIENT DISTANCE TO KEEP THE " SSQEESELDSMOSU&;%EL?TS’REJ g:égic:;ZiQZ;’%ilgzCI/DOI;LCORS;ENZASY
\ 4741/% 4 NOISE LEVEL FROM THE PUMP LESS THAN THE NOISE FROM THE FOUNTAIN FEATURE AS MEASURED AT SAN AND PRIOR TO TO SHRINKAGE STRESS CRACKING. CONTROL JOINTS TO BE T,
7 4 THE BENCHES SPACED A MAXIMUM OF 10 FOOT SQUARES U.ON. ON PLAN. A JOINT SHALL BE CUT 1-0" @ TYP.
S p : TO EVERY CORNER OF COLUMN ISOLATION JOINTS.
7. FOUNTAIN WATER SUPPLY PROVIDED FROM IRRIGATION SYSTEM. WATER SUPPLY SHALL BE
INSTALL TYPE 'A' BOULDERS SEE \ / CHEMICALLY TREATED AS REQUIRED BY MINNESOTA DEPARTMENT OF HEALTH.
SPEC x \ S &. THE FOUNTAIN CONTRACTOR SHALL COORDINATE THE ELECTRICAL REQUIREMENTS FOR THE PUMPING
SYSTEM PRIOR TO BIDDING WITH THE ELECTRICAL CONTRACTOR. THE ELECTRICAL CONTRACTOR ! |
INSTALL TYPE B' BOULDERS.SEE \ N\ \ SHALL SUPPLY ELECTRICAL PONER TO THE PUMPS AS PART OF THE PROJECT. MASONRY NOTES: 3 TRA' L' MAP 5|6N A - ELEVATION
SPEC ) ) . L I
N 1. MASONRY CONSTRUCTION SHALL CONFORM TO AMERICAN CONCRETE INSTITUTION LA1O4 SCALE:/2" = 10
INSTALL TYPE 'C' BOULDERS.SEE A (ACI) CODES AND SPECIFICATIONS, LATEST EDITION. v
SPEC x \ D . rr 10 374" ACI 530: "BUILDING CODE REQUIREMENTS FOR MASONRY STRUCTURES"
27-0" — ] ACI 530.1; "SPECIFICATION FOR MASONRY STRUCTURES
0 2. PROVIDE CONCRETE MASONRY UNITS (CMU) OF NORMAL WEIGHT, GRADE N, TYPE |
- 3 OR I, CONFORMING TO ASTM CAO. CMU SHALL HAVE A MINIMUM PRISM
T COMPRESSIVE STRENGTH OF, Fm=1500 PSI. TESTED IN ACCORDANCE WITH ASTM
c140.
E 3. MORTAR SHALL CONFORM TO ASTM C270. USE TYPE "M" BELON GRADE AND
4'-6 7/8" r E TYPE 'S" ABOVE GRADE.
/ ~
1 1 4 4. GROUT SHALL CONFORM TO ASTM C476 WITH A MINIMUM COMPRESSIVE STRENGTH
05)\0%. m EMERGENCY OF 2000 PS5l AT 28 DAYS. o oy
4 @ > So Z STROBE LIGHTS 5. ALL BOND BEAMS SHALL HAVE (2) #5 BARS CONT. W/ CORNER BARS. PLACE L B ,
N BOND BEAMS AHERE SHOWN ON DETAILS AND AT TOP OF WALL. CONTINUE BOND
y : m BEAMS THROUGH CONTROL JOINTS. ALUM. CAP Q SIGN NOTES FOR TYPE "B ¢ C'":
4 N 6. PROVIDE FULL MORTAR BED AT FACE SHELLS AND CROSS WEBS ADIACENT TO
N\ Y GROUTED CORE LOCATIONS. PROVIDE FULL MORTAR BED AT BASE OR BOTTOM 1. CONTRACTOR SHALL COORDINATE
\ o 0 WALL COURSE. 3/16" ALUM. V TEXT, TEXT HEIGHT AND FONTS WITH
/4 — ) 7. ALIGN VERTICAL CELLS TO BE FILLED WITH GROUT TO PROVIDE CONT. — PLATE ANITH 2" ONNER AND ARCHITECT THROUGH SHOF
9 m EMERGENCY UNCBSTRICTED Xéﬁgécégll_sca_l_s. REMOVE OVERHANGING MORTAR OR OTHER TRAIL 1 e — VINTL LETTERS / DRANING REVIEN PROCESS.
g N i\ 7 CALL SYSTEM, ' < —
/ N SEE NOTES 8. ALL CMU SHALL BE LAD IN A RUNNING BOND, UN.O. TRAIL 2—— - [ ° H/;— 172" DIA. ALUM. 2. SEE PROJECT SPECS FOR FURTHER
4 / N \ 0 a.  VERTICAL REBAR SHALL BE LATERALLY SUPPORTED IN PROPER POSITION AT TOP TRAIL 3 © o BOLTS INFORMATION ON SIGNAGE MATERIALS.
< —— ELEC ¢ FIBER OPTIC A6 SO OF BAC BN cROTNe of CRLLS AT ARE rosToERS o TRAIL 4 --
CONDUIT - EXTEND 5" ACCEPTABLE. SEE ACI SPECIFICATIONS FOR PLACEMENT TOLERANCES. TRAIL 5— -1 - g Gﬁ:URT\; POST 3. CONTRACTOR SHALL SUPPLY
MIN. ABOVE CONC. 10.  ALL VERTICAL REINFORCEMENT, INCLUDING JAMB REINFORCEMENT, SHALL BE TRAIL 6 0 _— ' J MATERIAL AND COLOR SAMPLES TO
' DOWELED INTO FOUNDATION WALLS OR FOOTINGS. ' ‘;. 5 ) _ SEALANT TYP. ARCHITECT PRIOR TO CONSTRUCTION
SEE SITE PLAN FOR 1. HORIZONTAL JOINT REINFORCING SHALL BE GALVANIZED 9 GA. WITH MAX SPACING - — NATERPROOFING FOR ALL LETTERING, DIRECTIONAL
PATH AND ECS LAYOUT OF 16" O.C. VERTICALLY; LAP &" MIN. ALL CORNERS AND WALL INTERSECTIONS TO SEE SITE PLAN ) MEMBRANE - EXTEND ARRONWS, FASTENERS AND ALUMINUM
BE PREFABRICATED PIECES. JOINT REINFORCEMENT SHALL BE FULLY EMBEDDED R PANEL.
/ IN MORTAR. TERMINATE JOINT REINFORCEMENT AT CONTROL JOINTS, U.ON. FOR PLANTING MIN. 1" ABOVE
D PR Ov I DE1 F l:i;_g;;’i‘_NleN 12.  SHOP DRANING SUBMITTAL FOR WALL REINF. SHALL SHOW ALL WALL ELEVATIONS LAYOUT GRADE ‘
- W/ REINF, CONTROL JOINTS, AND ALL WALL REINF. RELATED DETAILS.
13, MAX GROUT LIFT IS 5-0"; UNLESS ALT. ACI METHOD IS APPROVED BY ENGINEER. s A L ’
> GROUT SHALL BE CONSOLIDATED BY MECHANICAL MEANS. PLACE 2' COLD JOINT - $
Y N I GROUT DEPRESSION AT TOP OF EACH INTERMEDIATE GROUT LIFT. ~ POURED CONCRETE
\ 14. DO NOT PLACE ANY PIPES OR OTHER PENETRATIONS THROUGH MASONRY WITHOUT 3 . x WALK, SEE CIVIL
THE PRIOR APPROVAL OF THE ENGINEER. .
ﬂ CONCRETE PAD WALK - : | SEALANT ALL AROUND
0
] SEE CIVIL i
0 n
p CONCRETE ‘ ‘ ., POURED CONCRETE PIER
- - W ~_ ’ / PER SIGN FABRICATOR
“ 2-0" @/ ALT. 16" SQ. u
—— PLANTING AREA. SEE PLANS h, L 3 CONCRETE PIER PER N
MANUFACTURER (- 4
Dy NOTES FOR ECS:
in
1. SEE PLANS FOR LOCATION. 1-0" @ TYP.
2. EMERGENCY CALL STATION (ECS) DETAIL (ABOVE) 1 |
IS BASED OFF 'TELALARM HFE-2 MAX TONER' AS ' 4 ' TRA”— MARKER 5|6N B - EL—EVAT'ON
MANUFACTURED BY TRIGON ELECTRONICS, INC. OR LA1O4 SCALE:1/2" = 1'-O0"
APPROVED EQUAL. INSTALL PER MANUFACTURERS ~__
RECOMMENDATIONS.
3. SEE SPECS FOR FURTHER INFORMATION.
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= LA1O4  SCALE: /2" = 1-0" N S g
cé D ~— ALUM. CAP SIGN NOTES FOR TYPE "D": 2
S g‘;’gé*'-'- TYPE ‘A" BOULDERS.SEE 1. PROVIDE SIGNS AND POSTS IN ALUM. CAP @
§ INSTALL MIN 3" DEPTH 1-1/2" DIA. —) i) ié’;'éggﬁfﬁﬁﬁﬁif /F:Rovups /
c ANGULAR GRANITE AGGREGATE. INSTALL TYPE 'B' BOULDERS.SEE INST RCHES. SEE PLANS & / PLATE WITH 2 L OCATIONS FOR EACH SIGN 3/16" ALUM. \
COLOR PER ARCHITECT. SPEC LS. — VINYL LETTERS : /—— PLATE WITH 2"
o Eégﬁ%—_rggﬂg RW; U';ﬂ'_ﬁng’ HATCH, INSTALL TYPE 'C' BOULDERS.SEE SET STONES 'A'B',C', ON o ° 1/2" DIA. ALUM, 2. SIGN MESSAGES: TRAIL 1—— N = - VINYL LETTERS /
N INFORMATION SPEC NEOPRENE PADS AND APPLY ) o= BOLTS A. NO MOTORIZED VEHICLES TRAIL 2— ] ° — 1/2" DIA. ALUM.
¥ EXPANDABLE GROUT. ALLONED (& SIGNS) TRAIL 3~ ® UN BOLTS
= GRADE ADJACENT PAVEMENT i TRAIL 4— o e \ VINYL DIRECTIONAL
S AWAY FROM FOUNTAIN FEATURE Q 4" ALUM. B. W%F'fgf PATH TRAIL 5— ) © @ - ] ARRONS.
, % " SQUARE POST. B TRAIL 6— O — 4" ALUM.
M ////,\%//Q\ % =\|0 DANN TO DUSK (4 SIGNS) :;1_ SQUARE POST.
T / 9, : SEE BENCH DETAIL FOR o ] SEE SITE PLAN . — SEALANT ALL AROUND
© === | 0 REINFORCING AND CONNECTION FOR PLANTING C. NO SMOKING WITHIN WALKING SEE SITE PLAN o ] — NATERPROOFING
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| v e e D DoSS MUST. . cRADE |
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| I POST - DRIVE INTO E. CAUTION R WALK, SEE CIVIL
e ——=— E-====Z " -==== o'X18" HEADER CURB GROUND MIN. 4'-0" " NHEN WALKING - : SEALANT ALL AROUND
R - CHAMFER J5" ON INSIDE OF CURB. in
- - - L =======7="4 H POURED CONCRETE PIER
- - = ===3 = == 6" DEPTH AGG E BASE. THICKENED SLAB EDGE. INSTALL 4 “/ PER SIGN FABRICATOR
Eﬁ;@% Fous 3 FrLY COMPACT TO 45% D NITH &" LONG 3/8"THK. PVC RIB % o u
; SCARIEY & COMPACT MIN &' DEP WATERSTOP WITH CENTER BULB L q
TALL FOUNTAIN DRAIN LINE. EXISTING SUBGRADE INSTALL 10" THICK AT EDGE
SEE NOTES. PERING TOWARDS CENTER) MIN.
INSTALL 6" DIA CAST IRON DRAW 6" TE SLAB WITH #4 REBAR
Ef’gé‘l-l- SUBUPPLY SI_E}EET\llgT;g/ 3" PERFORATED DRAIN TILE AN W/ GRATE. AT 10" O.C. NAY. MAINTAIN A 1-0" @ TYP.
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DRAIN LINE. ! TYP. NATERPROOF AS D.
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